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Electrical Specifications

Output Circuit
Supply
Voltage
DC（V）

5±0.25

5±0.25

5±0.25

8~26

  Current
Requirement
（mA）

≤100

≤80

≤60

≤60

≤60
8~26

8~26

5±0.25

8~26

L（Line driver）
A（Wide Voltage 
  Line Driver）

E（Voltage）

C（Open Collector）

F（Push Pull）

Output Voltage（V） Rise Time
（ns）

Fall Time
（ns）

Frequency
Response
（kHz）

≤0.5

≤0.8

≤0.5

≤0.8

≤0.5

≤1.0

≤500

≤1500

≤500

≤200

≤200

≤200

≤200

≤800

≤300

≤200

≤100

≤300

0~100

0~100

0~100

0~100

0~100

VH VL

≥3.5

≥2.5

≥Vcc-2.5

≥3.5

≥Vcc-2.5

≥Vcc-2.5

Part Number

Applications & Features

New design, compact size.
All-plastic housing, anti-oil,sealed.
With axis selection switch and resolution switch.
Housing with hook and magnet.
Used for CNC machine tools and printing machinery.

4:  4 Axis

RSD 4 E2

 Axis No. Spiral Cable 

Standard 3M

Resolution

  25ppr、100ppr 

Supply Voltage

Signal

B:90°phase
different A、B 
singals output

Output Circuit

  Product Type

1：DC5V

2：DC8-26V

L：Line Driver

A：Wide Voltage
  Line Driver

E：Voltage Output

F：Push-pull

C：Open Collector

B

N: Without 
resolution switch
Blank: With 
resolution switch

Resolution Switch



         Max. Speed

Operating Temp.

Store Temp.

Size

Weight

600r/min

-20~+70℃

     Output Waveform

MPG Function

Environmental Specifications

Output Circuit

E（Voltage ）

5V 8-26V 5V 8-26V

F（Push-pull) C（Open Collector) L、A（Line Driver)

51
OUT

1K

2SD596

C(开路输出)

3.3K

5-26V

OUT
51

2SD596

5V

E(电压输出) F(互补输出)
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Output Circuit

   Approx. 0.57kg

-10~+60℃
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Wave Ratio        ：

      

Phase Different   ：Xn≥0.125T（n=1,2,3,4）

Absolute Angle Error：≤0.2T  

Cycle Error       ：≤0.05T

X1+X2=0.5T±0.1T

T=360°/ N（N=lines count per revolution）

X2+X3=0.5T±0.1T

Waveform for C, E, F output

Waveform for L,A output

154*69.5*63.5mm

   Axis No.

OFF X Y Z 4 5 6 X1 X10 X100 COM NC1 NC2 NC1 NC2OVLED
DC
24V

Resolution Switch Emergency Stop（Recover）
Start 

（LED）
Display



Connection

Dimension

China Rongde Optics Co., Ltd

www.roundssencoder.com

Cable Color

17 Pins Cable Wire,4 Axis

L
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附件(Accessory）
倍率波段开关

（Switch For Resolution）

φ
25

轴选波段开关
（Switch For Axes）

154 标配（Standard）3M

标记 处数 更改文件名 签 字 日 期

设 计

日 期

图 样 标 记 重 量 比 例

共 张 第 张

RSD（RDJ）

长春荣德光学有限公司

Changchun Rongde Optics Co.,Ltd.

手持盒

Handy Pendant
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